
Description

Highly effective, environmentally friendly rust dissolver and remover. For removing flash rust and rust stains.

Application tips
Spray onto surfaces. Allow to soak in depending on degree of rusting. Max. soaking period 24 hours.Rub with a brush to remove
rust from surfaces.Wipe off with a dampened cloth afterwards. Repeat as necessary. Check suitability beforehand before using on
plastics and sensitive surfaces.

Packaging

Technical data

Standard Conditions Unit Value
Main components
base oil solvent

Application related technical data
colour colourless-light yellow
density (at 20°C) DIN EN ISO 3838 g/cm³ 0.75

Properties and approvals
UFI T3K1-U0GK-100W-E80E

Applications
For loosening and restoring the usability of rusted threads
such as screws, turnbuckles, spindles and stud bolts
For removing rust from lightly corroded metal surfaces
For removing flash rust and rust stains
For cleaning metallic encrustation and oil residues

Branches
Maintenance and servicing
Municipal services
Plant and machine (tool) engineering
Iron and steel industry
Chemical industry

Advantages and benefits
Chemical reaction – actively breaks down or dissolves rust
layer
Environmentally friendly formula – ecologically harmless in
use
Does not contain petrol or mineral oil – workplace-friendly
Low evaporation rate – enhanced effect through longer
exposure time

250 ml Spray
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OKS Spezialschmierstoffe GmbH The information in this publication reflects state-of-the-art technology, as well as extensive testing and
experience. Due to the diversity of possible applications and technical realities, they can only serve as
recommendations and are not arbitrarily transferable. Therefore, no obligations, liability or warranty
claims can be derived from them. We only accept liability for the suitability of our products for particular
purposes, and for certain properties of our products, in the event that we have accepted such liability in
writing in the individual case. Any case of justified warranty claims shall be limited to the delivery of
replacement goods free of defects, in the event that this subsequent improvement fails, to reimbursement
of the purchase price. Any and all further claims, in particular the liability for consequential injuries or
damage, shall always be excluded. Prior to use, the customer must conduct its own testing to prove
suitability. The data are subject to change for the sake of progress. ® = Registered trademark 
Product restricted to professional users. Safety data sheet available for download at www.oks-germany.com 
Our Customer and Technical service will be pleased to help should you have any further questions.

Ganghoferstraße 47 
82216 Maisach 
 +49 8142 3051 - 500 
 info@oks-germany.com 
 www.oks-germany.com
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